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section 10 51 13

open when locked. Firmly secure rubber 
silencers to locker frame.

Alternate Locking Device: 11 gauge 
steel hasp welded to locker frame; 
include surface for secure wrap around 
vertical engagement by a built-in rotary-
type lock to deter prying open when 
locked. Hasp must be adaptable to 
common horizontal throw locker lock 
and padlock use. Firmly secure rubber 
silencers to locker frame.

2.05 INTERIOR EQUIPMENT
ADA-Compliant Lockers: Single lockers:  
Hat shelf 48 inches from locker bottom 
or lower as required by base condition. 
Locker Bottom:  Minimum of 9 inches 
off the fl oor, or an extra shelf placed 9 
inches off the fl oor for side access or 
minimum of 15 inches off the fl oor for 
front access. 

2.06 FABRICATION
Fabrication shall be on the unit principle, 
each locker with individual door and 
frame, individual top, bottom, back, 
and shelves, with common intermediate 
divisions separating compartments.  

Finish: High quality powder coat paint 
fi nish applied in strict adherence to paint 
manufacturer’s specifi cations to provide 
optimum appearance and performance. 
Finishes releasing VOCs are not 
acceptable. Standard coating thickness 
is 1 mil dry fi lm thickness minimum. 
Powder Coat Plus option increases 
thickness to 2 mil minimum. Colors as 
selected from manufacturer’s standard 
colors. All locker body components shall 
match color of door and frame.

Alternative Finishes: Custom color 
match, Anti Graffi ti, antimicrobial, TGIC 
and high performance fi nishes are 
available.
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3.01 EXAMINATION
Do not begin installation until substrates 
and bases have been properly 
prepared. If substrate and bases are the 
responsibility of another installer, notify 
Architect of unsatisfactory preparation 
before proceeding.

3.02 INSTALLATION
Install metal lockers and accessories 
at locations shown in accordance with 
manufacturer’s instructions. Install 
lockers plumb, level, and square. Anchor 
lockers to fl oor and wall at intervals 
recommended by the manufacturer. Bolt 
adjoining locker units together to provide 
rigid installation.

3.03 ADJUSTING
Adjust doors and latches to operate 
without binding. Verify that latches are 
operating satisfactorily. Adjust built-in 
locks to prevent binding of dial or key 
and ensure smooth operation prior to 
substantial completion. 

Touch-up with factory-supplied paint 
and repair or replace damaged products 
before substantial completion.

3.04 PROTECTION
Protect installed products until 
completion of project.

Penco Products, Inc.
2024 Cressman Road, Skippack, PA 19474
PHONE: 800-562-1000 • FAX: 800-248-1555
E-MAIL: general@pencoproducts.com
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COPY & PASTE
Full product-specifi c 3-part specs

to your documents!
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The Defi ant II Single Point Latch (SPL) for 
Guardian lockers is for those desiring a heavy 
gauge door offering improved security with 
the low maintenance inherent in a door with 
no moving parts.

Each door has a patented deep drawn 
stainless steel pocket handle with an integral 

door pull. The doors can be 
locked with a conventional 
padlock, using the padlock 
staple protruding through 
the recessed handle 
(recommended) or with a 
built-in lock.

���	������  �����Braces the hasp 
against the locker side panel for 
greater tamper resistance.
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Defeats prying attempts by capturing 
the door fl ange and preventing 
separation from the door channel.
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��� This full-depth stiffener 
prevents frame channel and side-sheet 
torquing during break-in attempts.
For use at left ends of 24 gauge 
K.D. bodies of 1 & 2 tier lockers with 
combination locks only.�����	�����
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Refer to Guardian Snapshot Spec’s for Elevations showing Door Confi gurations


